Flushing  and 
Testing  for  Lead 
in  Drinking  Water 

What  are  my  responsibilities  under  the  Safe  Drinking  Water  Act, 
2002  and  Ontario  Regulation  243/07  (Schools,  Private  Schools 
and  Day  Nurseries)? 


A  guide  for 
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A:  Introduction 

The  Government  of  Ontario  has  introduced  more 
stringent  requirements  for  flushing  and  testing  of 
diinking  water  taps  in  schools,  private  schools  and  day 
nurseries  under  Ontario  Regiilation  243/07  (Schools, 
Private  Schools  and  Day  Nurseries)  made  under  the 
Safe  Drinking  Water  Act,  2002.  According  to  Health 
Canada,  research  shows  that  exposure  to  even  small 
amounts  of  lead  can  be  harmful  to  human  health, 
especially  for  young  children,  infants  and  pregnant 
women.  Long-term  chronic  exposure  to  lead  may 
increase  the  risk  of  subtle  impairments  to  intellectual 
development.  The  flushing  of  plumbing  has  been 
shown  to  reduce  lead  levels  in  water  at  the  tap. 

Ontario  Regulation  243/07  is  intended  to  reduce 
children's  exposure  to  lead  in  drinking  water. 
The  regulation  introduces  daily  flushing  requirements 
for  schools,  private  schools  and  day  nurseries  with 
plumbing  potentially  containing  lead  (installed 
before  1990),  and  new  lead  related  testing 
reqiiirements  to  measure  the  potential  presence 
of  lead  in  water  against  the  provincial  drinking 
water  standard  of  10  micrograms  per  Utre  (see  box 
below).  The  regulation  also  incorporates  modified 
weekly  flushing  requirements  (previously  set  out 
in  O.  Reg.  173/03  and  revoked  on  flhng  O.  Reg. 
243/07)  to  continue  to  safeguard  drinking  water  in 
schools,  private  schools  and  day  nurseries  from  the 
potential  of  microbiological  contamination  within 
the  pliimbing. 

This  guide  will  help  you  to  comply  with  the  new 
regulation  and  protect  the  health  of  Ontario's  children. 


Remember,  this  guide  is  only  a  summary, 
and  should  not  be  relied  upon  for 
compliance  purposes. 

To  be  clear  about  your  specific  requirements  for 
flushing  and  testing  in  schools,  private  schools 
and  day  nurseries,  you  must  refer  to  the  text 
of  Ontario  Regulation  243/07  (Schools,  Private 
Schools  and  Day  Nurseries). 

Note:  If  your  facility  operates  its  own  drinking 
water  system,  you  are  subject  to  the  requirements 
of  Ontario  Regulation  243/07  (Schools,  Private 
Schools  and  Day  Nurseries),  Ontario  Regulation 
170/03  (Drinking- Water  Systems)  and  the  Safe 
Drinking  Water  Act,  2002  (SDWA).  To  better 
understand  your  obligations  under  Ontario 
Regulation  170/03  (Drinking- Water  Systems)  and 
the  SDWA,  you  may  wish  to  consult  "Providing 
Safe  Drinking  Water  to  the  Public:  A  guide  for 
owners  and  operators  of  non-residential  and 
seasonal  residential  drinking  water  systems  that 
serve  designated  facilities"  which  can  be  found  on 
the  ministry's  Drinking  Water  Ontario  website  at 
www.ontario.ca/drinkingwater. 

You  can  access  the  Safe  Drinking  Water  Act,  2002 
and' its  associated  regulations  at:  www.e-laws. 
gov.on.ca  or  by  calling  our  Public  Information 
Centre  at:  1-800-565-4923. 

If  you  have  any  legal  questions  about  the 
application  or  interpretation  of  the  regulations  or 
legislation,  you  should  consult  a  lawyer. 


What  is  Ontario's  drinking  water  quality  standard  for  lead? 

The  Ontario  drinking  water  quality  standard  for  lead  is  10  micrograms  per  litre.  You  may  also  see 
this  standard  written  as  10  pg/L  or  as  0.010  milligrams  per  litre.  This  drinking  water  quality  standard 
is  based  on  a  national  guideline  set  by  Health  Canada  and  reflects  a  prudent,  protective  estimate  that 
takes  children's  health  into  consideration. 
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Summary  of  requirements  under  O.  Reg.  243/07 


This  chart  gives  a  summary  of  the  regulation's  requirements. 
The  guide  provides  further  details. 


Weekly  or  Daily  Flushing 

Schools,  private  schools  and  day  nurseries  are  required  to  flush 
their  plumbing  weekly  if  all  parts  of  the  plumbing  serving  the 
building  (including  the  water  service  pipe)  were  installed  in  1990 
or  after,  or  daily  if  the  plumbing  that  serves  the  facility's  building 
(including  the  water  service  pipe)  has  any  parts  that  were  installed 
before  1990. 

All  flushing  must  be  completed  in  the  morning  before  the 
facility  opens  for  the  day  or  the  week.  Where  a  building  is  open 
overnight  (e.g.  student  residences),  flushing  must  be  completed 
as  early  as  practical,  preferably  before  6  a.m. 

Flush  cold  water  for  at  least  five  minutes  from  a  tap  at  the  end 
of  each  branch  or  run  of  pipe  in  plumbing  that  serves  taps  or 
drinking  water  fountains  commonly  used  to  provide  water  for 
consumption  by  children  under  18  years  of  age. 

Follow  this  branch  flushing  with  a  10  second  flush  of  all  taps  and 
drinking  water  fountains  that  are  likely  to  be  used  to  provide 
water  for  consumption  by  children  under  18  years  of  age. 

Selection  of  Licensed 
Laboratory 

(if  testing  is  required) 

urinKing  water  samples  musi  ue  seni  lo  a  lauoraiory  iicensea  oy 
the  Ministry  of  the  Environment  (the  ministry)  for  lead  testing. 
Before  sending  your  samples  to  a  laboratory  for  the  first  time,  you 
must  contact  a  licensed  laboratory  to  make  proper  arrangements 
including  arranging  for  sampling  instructions  and  containers. 
You  must  also  submit  a  Laboratory  Services  Notification  (LSN) 
form  specific  for  schools,  private  schools  and  day  nurseries  to  the 
ministry.  This  form  identifies  which  licensed  laboratory  you  have 
hired  to  perform  your  lead  testing. 

Annual  Lead  Sampling 
andTesting  (if  required) 

All  schools  and  private  schools  are  required  to  carry  out  annual 
sampling  and  testing  for  lead.  Day  nurseries  are  required  to 
carry  out  annual  sampling  and  testing  for  lead  if  the  plumbing 
that  serves  the  facility's  building  (including  the  water  service 
pipe)  has  any  parts  that  were  installed  before  1990.  Schools  and 
private  schools  must  sample  between  June  15  and  August  15.  Day 
nurseries  subject  to  this  requirement  must  sample  between  May  1 
and  October  31. 
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Reporting  of  Test  Results 
and  Corrective  Action 

The  licensed  laboratory  conducting  your  sample  analysis  is 
required  to  report  in  writing  test  results  that  exceed  any  Ontario 
drinking-water  quality  chemical  standard,  such  as  the  lead 
standard.  These  test  results  must  be  reported  to  the  operator  of 
the  school,  private  school  or  day  nursery,  the  local  medical  officer 
of  health,  and  the  ministry's  Spills  Action  Centre  within  24  hours. 

When  a  school,  private  school  or  day  nursery  operator  receives 
an  exceedance  report  from  the  licensed  laboratory,  the  operator 
is  required  to  send  a  copy  of  the  report  to  the  local  medical 
officer  of  health,  the  ministry's  Spills  Action  Centre,  and,  where 
applicable,  the  Ministry  of  Education  or  Ministry  of  Children  and 
Youth  Services,  within  24  hours. 

The  operator  must  also  take  any  corrective  action  steps  as 
directed  by  the  local  medical  officer  of  health. 

Information  and  Records 

School,  private  school  and  day  nursery  operators  must  keep  records 
on  flushing  and  testing  for  six  years. The  records  for  the  most 
recent  two  years  of  flushing  and  testing  must  be  available  at  the 
site  of  the  facility  for  inspection  by  any  member  of  the  public 
during  business  hours,  free  of  charge. 

B:  Which  requirements  apply  to  my  facility? 


The  type  of  your  facility  and  the  age  of  the  plumbing  that  serves  the  facility's  buildings  will  determine  the 
mandatory  frequency  of  flushing  and  the  time  period  within  which  you  will  be  required  to  take  samples,  as 
outlined  in  the  following  table: 


Schools  and  Private 
Schools 

Day  Nurseries 

Any  plumbing 
installed 
before  1990 

All  plumbing 

installed 
in  1990  or  after 

Any  plumbing 
installed 
before  1990 

All  plumbing 

installed 
in  1990  or  after 

Flushing 

Daily 

Weekly 

Daily 

Weekly 

Sampling 
and  Testing 

Once  annually 
between  June  15 
to  August  15 

Once  annually 
between  June  15 
to  August  15 

Once  annually 
between  May  1 
to  October  31 

Not  applicable 
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NOTES 

•  On  August  30,  2007,  the  Chief  Drinking 
Water  Inspector  of  Ontario  recommended 
daily  flushing  at  all  schools,  private 
schools  and  day  nurseries  regardless  of 
the  age  of  plumbing.  This  precautionary 
recommendation  was  made  in  response  to 
incidents  of  tests  that  showed  exceedances 
of  the  provincial  standard  for  lead  in  schools 
with  plumbing  installed  in  or  after  1990.  The 
Ministry  of  the  Environment  is  continuing 
to  analyze  the  test  results  from  regulated 
faciUties  across  the  province. 

•  With  two  exceptions,  the  facilities  subject 
to  O.  Reg.  243/07  are  all  facilities  that  meet 
the  criteria  of  the  definitions  of  "school"  or 
"private  school"  imder  the  Education  Act,  or 
the  definition  of  "day  nursery"  under  the  Day 
Nurseries  Act. 

The  exceptions  are: 

•  A  place  of  residence  used  by  a  teacher  or 
other  employee  of  the  school  or  private 
school;  or 

•  Facilities  that  are  served  by  a  drinking  water 
system  that  does  not  use  electricity  and  does 
not  serve  any  building  or  structure  that  uses 
electricity,  where  all  drinking  water  fountains 
are  rendered  inoperative  and  warning  notices 
are  posted  and  regularly  checked. 


C:  Five  steps  to  complying  with 
0.  Reg.  243/07 

Step  1 :  Weekly  or  daily  flushing 

The  frequency  of  flushing  depends  on  the  age  of 
your  facility's  plumbing.  The  requirements  for 
weekly  or  daily  flushing  replace  the  previous 
flushing  regulation  (O.  Reg.  173/03)  for  schools, 
private  schools  and  day  nurseries,  which  has  now 
been  revoked. 

Weekly  Flushing 

If  your  school,  private  school  or  day  nursery  is 
located  in  a  building  where  all  parts  of  the  pliunbing 
serving  the  building  (including  the  water  service 
pipe)  were  installed  in  or  after  1990,  you  are  only 
required  to  flush  weekly.  The  Chief  Drinking  Water 
Inspector  of  Ontario  recommends  that  facilities 
required  by  regulation  to  flush  weekly  consider  daily 
flushing  as  a  precautionary  measure. 

Daily  Flushing 

If  your  school,  private  school  or  day  nursery  is 
located  in  a  building  where  the  plumbing  that  serves 
the  building  (including  the  water  service  pipe)  has 
any  parts  that  were  installed  before  January  1,  1990, 
you  are  required  to  flush  daily. 

When  you  should  flush 

•  For  weekly  flushing,  flush  on  the  flrst  day  that  the 
school,  private  school  or  day  nursery  is  open  each 
week. 

•  For  daily  flushing,  flush  every  day  that  the 
school,  private  school  or  day  nursery  is  open. 

•  Complete  the  flushing  before  the  facility  opens 
for  the  day.  Where  a  school  or  private  school 
building  is  open  for  24  hours  on  that  day  (e.g.  a 
building  housing  student  residences  within  the 
school  property),  flushing  must  be  completed  as 
early  as  practical,  preferably  before  6  a.m. 
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NOTES 

•  The  intention  of  the  minimum  five-minute 
flushing  of  the  pltimbing  is  to  run  the  water 
until  water  from  the  water  main  in  the 
street  or  your  well  reaches  the  taps  used 
for  flushing.  Depending  on  the  length  of  the 
pipes  through  which  the  water  has  to  travel 
and  the  size  of  the  pipes,  it  may  take  longer 
than  five  minutes  for  this  to  happen.  In  such 
cases,  you  may  need  to  flush  your  plumbing 
for  a  longer  time. 

•  You  are  not  required  to  conduct  the  flve- 
minute  flushing  of  plumbing  or  the  10-second 
tap/fountain  flushing  in  parts  of  a  building 
that  will  be  closed  to  children  for  the  entire 
week,  in  case  of  weekly  flushing,  or  the 
entire  day,  in  case  of  daily  flushing. 

•  If  a  tap  or  drinking  water  fountain  has  an 
aerator,do  not  remove  the  aerator  when  flushing. 

•  If  a  tap  or  drinking  water  fountain  has  an 
individual  filter  or  other  water  treatment 
device,  you  should  bypass  the  filter  when 
flushing  if  this  can  be  done  easily.  You  are  not 
required  to  bypass  a  filter  or  treatment  device 
if  it  would  require  removing  or  dismantling  the 
device  to  do  so. 

•  An  example  of  a  suitable  form  you  can 
use  to  record  your  flushing  information 
can  be  found  on  the  ministry's  Drinking 
Water  Ontario  website  at:  www. Ontario, 
ca/drinkingwater.  You  are  not  required  to 
use  this  speciflc  form;  it  is  intended  as  an 
example  only. 

•  You  can  also  find  a  quick  reference  "At-A- 
Glance"  poster  on  flushing  on  the  ministiy's 
Drinking  Water  Ontario  website  at: 

www.  Ontario,  ca/drinkingwater. 


NOTES 

•  A  school  or  private  school  is  considered  to 
be  open  when,  at  any  time  during  the  day, 
a  program  or  service  for  children  under  18 
years  of  age  is  held  or  provided  at  the  facflity. 

•  A  day  nursery  is  considered  to  be  open 
when,  at  any  time  during  the  day,  any  of  the 
children  cared  for  are  present  in  the  facility. 


Where  and  how  to  flush 

•  First,  turn  on  the  cold  water  for  at  least 
five  minutes  at  the  last  tap  on  each  branch 
or  each  run  of  pipe  in  the  plumbing  that 
serves  a  drinking  water  fountain  or  a  tap 
that  is  commonly  used  to  provide  water  for 
consumption  by  children  under  18  years 

of  age. 

•  Then,  turn  on  the  cold  water  for  at  least  10 
seconds  at  every  drinking  water  fountain  and 
every  tap  that  is  commonly  used  to  provide 
water  for  consumption  by  children  under  18 
years  of  age. 

•  Make  a  written  record  of  the  date  and  time 
of  every  required  flushing  and  the  name  of 
the  person  who  performed  the  flushing.  If 
auto  flushers  are  used,  record  the  name  of  the 
person  who  verified  that  the  automatic  flushing 
took  place. 
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Finding  a  licensed  laboratory 


Questions  and  Answers  About 
Flushing 

What  is  an  aerator? 

An  aerator  is  a  screen  unit  that  is  screwed  onto 
the  end  of  a  tap/faucet  to  control  splashing  and 
reduce  water  flow. 

How  do  I  know  what  is  the  last  tap  on  a 
branch  or  run  of  pipe  in  the  plumbing? 

For  most  schools,  the  school  operator  will  have 
building  plans  which  indicate  each  branch  of 
plumbing  and  where  these  branches  end.  For 
other  facilities,  you  should  contact  the  owner  of 
the  building  to  see  if  building  plans  are  available. 
If  your  facility  is  located  in  a  smaU  building,  the 
last  tap  is  often  the  one  located  furthest  from  the 
where  the  water  pipe  comes  into  the  building. 

Can  a  facility  use  an  automatic 
flushing  device? 

Yes.  If  your  facility  uses  an  automatic  flushing 
device  for  any  of  the  taps  that  require  flushing, 
the  name  of  the  person  who  is  responsible  for 
verifying  that  the  required  flushing  took  place 
must  be  recorded,  along  with  the  date  and  time 
that  the  required  flushing  took  place. 

V  J 

Step  2:  Selection  of  a  licensed 
laboratory 

O.  Reg.  243/07  requires  that  all  schools  or  private 
schools  must  conduct  annual  sampling  and  testing  for 
lead.  A  day  nursery  must  conduct  annual  sampling 
and  testing  for  lead  if  it  is  located  in  a  building  where 
any  part  of  the  plumbing  serving  the  building  that 
houses  the  day  nursery  (including  the  water  service 
pipe)  was  installed  before  January  1, 1990.  Drinking 
water  samples  must  be  sent  to  a  laboratory  licensed 
by  the  Ministry  of  the  Environment  for  lead  testing. 


•  If  you  need  help  finding  a  licensed  laboratory 
to  conduct  your  lead  testing,  you  can  find 
information  about  licensed  laboratories  by 
visiting  the  ministry's  Drinking  Water  Ontario 
website  at  www.ontario.ca/drinkingwater  or 
by  contacting  the  ministry's  Public  Information 
Centre  at  1-800-565-4923. 

•  It  is  important  to  contact  a  licensed  laboratory 
to  arrange  for  testing  and  to  obtain  sampling 
containers  and  instructions  for  the  collection 
and  delivery  of  samples  prior  to  collecting 
and  submitting  samples.  The  regulation 
requires  that  you  follow  the  sample  collection 
instructions  that  the  licensed  laboratory  is 
required  to  provide  you.  Together  with  the 
instructions,  the  laboratory  will  also  give  you 
their  sample  submission  chain-of-custody  form. 
You  must  complete  and  include  this  form  with 
the  samples  you  submit  for  testing. 

Informing  the  ministry  of  your  selected 
laboratory 

•  After  making  the  testing  arrangements  but 
before  sending  your  samples  to  a  licensed 
laboratory  for  the  first  time,  you  must  submit 
a  Laboratory  Services  Notification  (LSN)  form, 
specific  for  schools,  private  schools  and  day 
nurseries,  to  the  ministry.  This  form  identifies 
the  licensed  laboratory  that  you  have  hired  to 
perform  your  lead  testing. 

•  A  copy  of  the  LSN  form  can  be  found  on  the 
ministry's  Drinking  Water  Ontario  website  at 
www.  Ontario,  ca/  drinkingwater 

•  Completed  LSN  forms  can  be  sent  via  e-mail  to: 
regl70_formsubmission.moe@ontario.ca  or  by 
fax  to  416-314-8716. 
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•    Following  receipt  of  your  LSN,  the  ministry  will 
assign  a  imique  reference  number  to  your  facility 
for  the  purposes  of  O.  Reg.  243/07.  You  will  be 
notified  of  this  number  directly  by  the  ministry. 


NOTES 

•    You  are  also  required  to  submit  a  Laboratory 
Services  Notification  (LSN)  form  to  the 
ministry  each  time  you  change  or  hire  a  new 
laboratory  to  do  your  lead  testing. 


•  In  such  cases,  you  can  submit  one  LSN  form 
with  "Section  3:  School/Day  Nursery  Operator 
Information"  and  "Section  4:  Identification  of 
Licensed  Laboratory  and  Lead  Testing"  filled 
out  once,  and  attach  a  list  with  information  to 
support  "Section  1:  Schools,  Private  Schools 
and  Day  Nurseries  Information"  and  "Section  2: 
Source  of  Drinking  Water  Supply". 

•  If  you  are  using  this  option,  please  ensure  your 
attached  list  includes  all  information  needed  to 
complete  all  fields  in  Sections  1  and  2  for  every 
facility  listed. 

Special  instructions  for  facilities  served  by  their 
own  drinking  water  system  regulated  under  O. 
Reg.  170/03  as  a  drinking  water  system  serving  a 
"designated  facility" 

•  Schools,  private  schools  and  day  nurseries 
that  have  already  registered  with  the  Ministry 
of  the  Environment  as  a  drinking  water 
system  serving  a  designated  facility  and  have 
submitted  a  LSN  under  O.  Reg.  170/03,  must 
also  submit  a  separate  LSN  form  for  lead 
sampling  as  required  by  O.  Reg.  243/07. 

•  This  is  true  even  in  cases  where  the  same 
licensed  laboratory  wdll  be  doing  the  testing 
required  under  both  regulations. 

Step  3:  Annual  sampling  and  testing 
for  lead 

Who  is  required  to  sample 

•  All  schools  and  private  schools  are  required  to 
carry  out  annual  sampling  and  testing  for  lead. 

•  A  day  nurse}-y  must  carry  out  amuial  sampling 
and  testing  for  lead  if  the  plmnbing  that  sen  es 
the  facility's  building  (including  the  water  senlce 
pipe)  has  any  parts  that  were  installed  before 
January  1, 1990. 


Special  instructions  to  help  you  fill  out  your 
LSN  form 

Who  is  the  operator? 

Section  3  of  the  LSN  requires  you  to  complete 
School/Day  Nursery  Operator  Information.  An 
"operator"  in  this  case  means: 

•  School  operator  -  the  school  board  to  which  the 
school  belongs  (e.g.  ABC  District  School  Board) 

•  Private  school  operator  -  the  person  required  to 
notify  the  Ministry  of  Education  under  s.  16  of 
the  Education  Act  of  the  existence  and  operation 
of  the  school  (e.g.  owner  of  ABC  Private  School) 

•  Day  nursery  operator  -  the  person  required  to 
be  licensed  under  s.  11  of  the  Day  Nurseries  Act 
to  operate  the  day  nursery  (e.g.  owner  of  ABC 
Child  Care  Centre). 

Special  instructions  for  operators  with 
multiple  facilities  (e.g.  school  boards) 

•  If  you  are  an  operator  with  multiple  facilities  under 
your  care,  such  as  a  school  board,  you  can  reduce 
the  number  of  LSN  forms  you  have  to  submit  to 
the  ministry  if  you  are  using  the  same  licensed 
laboratory  for  more  than  one  of  your  facilities. 
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What  to  sample  and  when 

•  If  you  are  required  to  conduct  annual  sampling, 
you  must  take  two  one-litre  tap  water  samples 
and  have  these  samples  tested  for  lead  by 
your  selected  licensed  laboratory  at  least  once 
every  year. 

•  For  all  schools  and  private  schools,  the  two 
required  samples  must  be  taken  on  any  day 
between  June  15  and  August  15. 

•  For  day  nurseries  subject  to  the  sampling 
requirements,  the  two  required  samples  must  be 
taken  on  any  day  between  May  1  and  October  31. 

Where  to  sample 

•  When  you  sample,  both  of  the  two  required 
samples  must  be  taken  from  the  same  tap. 

•  For  schools  and  private  schools,  samples 
must  be  taken  from  a  tap  (not  a  fountain) 
which  is  commonly  used  to  provide  water  for 
consumption  by  children  under  18  years  of  age. 


What  is  meant  by  lead  plumbing  or 
lead  solder? 

Lead  plumbing  means  plimibing  with  lead  content 
greater  than  8  per  cent;  lead  solder  means  solder 
with  lead  content  greater  than  0.2  per  cent. 

V  J 

Instructions  for  Sampling 

1.  Take  the  first  of  the  two  required  one-litre 
samples  after  six  hours  or  more  have  passed 
since  the  plumbing  was  last  used.  If  it  is  not 
practical  to  leave  the  plumbing  unused  for 
six  hours  or  more,  the  sample  should  be  taken 
immediately  after  the  longest  practical 

time  period. 

2.  Using  a  tap  that  provides  cold  water  and 
meets  the  above  criteria  outlined  in  "Where  to 
sample,"  take  the  sample  using  the  instructions 
provided  by  the  laboratory  which  you  have 
contracted  to  conduct  the  testing  of  your 
samples  (see  "Step  2:  Selection  of  a  licensed 
laboratory" )  and  follow  these  rules: 


For  day  nurseries,  samples  must  be  taken  from 
a  kitchen  tap.  If  a  day  nursery  does  not  have 
a  kitchen  tap,  samples  may  be  taken  from 
a  tap  commonly  used  to  provide  water  for 
consumption  by  children  less  than  18  years 
of  age. 


Where  there  is  more  than  one  appropriate  tap 
from  which  a  sample  could  be  taken  and  one 
of  the  taps  is  more  likely  to  be  served  by  lead 
plumbing  or  plumbing  containing  lead  solder, 
the  samples  must  be  taken  from  that  tap. 


•  Each  one-litre  sample  must  be  of  cold  wa- 
ter taken  during  a  single  continuous  period 
and  must  include  the  first  water  that  comes 
out  of  the  tap  after  it  is  turned  on; 

•  Each  one-litre  sample  must  be  taken  with 
water  flowing  at  a  rate  that  approximates 
normal  use  and  does  not  allow  water  to 
splash  out  of  the  container  into  which  the 
sample  is  being  collected; 


Unless  your  laboratory  directs  otherwise, 
more  than  one  container  may  be  used  to 
take  each  of  the  required  one-litre  samples 
as  long  as  the  time  taken  to  switchfrom 
one  container  to  the  next  is  minimized. 
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3.  Immediately  after  taking  the  fiist  one-litre 
sample,  flush  the  tap  with  cold  water  for  at  least 
five  minutes. 

4.  Following  the  flushing,  turn  the  tap  off  and 
leave  it  unused  for  at  least  30  minutes  and  not 
more  than  35  minutes.  If  practical,  leave  all  of 
the  plumbing  unused  during  this  time  period. 

5.  Immediately  after  the  30  to  35  minute  time  period, 
take  the  second  one-litre  sample  of  cold  water 
from  the  same  tap.  Take  the  sample  in  accordance 
with  the  instructions  and  rules  described  above 
for  the  collection  of  the  first  sample. 


6.  Record  the  date  and  time  each  sample  was 
taken,  the  estimated  length  of  the  period  the 
plumbing  was  not  being  used  prior  to  taking 
the  first  of  the  two  required  one-litre  samples, 
the  location  in  the  school,  private  school  or  day 
nursery  where  the  sample  was  taken  and  the 
name  of  the  person  who  took  the  sample. 

7.  Deliver  the  samples  to  the  licensed  laboratory 
contracted  to  conduct  the  tests  in  accordance 
with  the  instructions  provided  by  the  laboratory. 


NOTES 


•  If  the  tap  from  which  the  samples  are  to  be 
taken  has  an  aerator,  the  aerator  must  not  be 
removed  while  the  samples  are  being  taken. 

•  If  the  tap  from  which  the  samples  are  to  be 
taken  has  a  filter  or  other  water  treatment 
device  installed  on  or  at  the  tap  and  it  is 
practical  to  bypass  the  filter/water  treatment 
device  without  removing  it,  the  filter  or  other 
device  must  be  bypassed  while  the  samples 
are  being  taken. 

•  If  the  tap  from  which  the  samples  are  to  be 
taken  has  a  filter  or  other  water  treatment 
device  installed  on  or  at  the  tap  and  it  is 
not  practical  to  bypass  the  device  without 
removing  it,  the  filter/water  treatment  device 
must  be  removed.  The  device  should  be 
removed  the  day  before  the  samples  are  to  be 
taken  and  the  tap  flushed  with  cold  water  for 
at  least  five  minutes  prior  to  the  start  of  the 
six-hour  standing  period. 


The  intention  of  the  minimum  five-minute 
flushing  of  the  sampling  tap  is  to  run  the 
water  until  water  from  the  water  main  in  the 
street  or  your  well  reaches  the  sampling  tap. 
Depending  on  the  length  of  the  pipes  through 
which  the  water  has  to  travel  and  the  size  of 
the  pipes,  it  may  take  longer  than  five  minutes 
for  this  to  happen.  In  such  cases,  you  may 
need  to  flush  your  sampling  tap  for  a  longer 
time.  This  will  allow  the  sample  taken  after 
the  subsequent  30  to  35  minutes  of  stagnation 
to  represent  water  that  was  in  contact  with  the 
plumbing  for  only  that  specific  length  of  time. 

When  sending  the  two  samples  to  the  licensed 
laboratory,  it  is  important  to  clearly  identify 
the  samples  as  follows: 

Standing  -  the  first  sample  taken  after  six  or 
more  hours  when  the  plumbing  is  not  used. 

Flushed  -  the  second  sample  taken  after 
flushing  the  plumbing  for  a  miniminn  of 
five  minutes  followed  by  30-35  minutes 
when  the  plumbing  is  not  used. 
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Steps  if  sampling  is  done  on  a  day  when  daily  or  weekly  flushing  is  required 


If  you  are  both  flushing  your  faciUty's  plumbing  and  taking  yoiir  lead  samples  on  the  same  day,  here  is  the 
sequence  in  which  the  steps  for  both  requirements  should  be  taken. 


Plumbing  not 
used  for  six 
hours 


First  (standing) 
sample  is  taken 


Plumbing  not 
used  for  30-35 
minutes 


Second  (flushed) 
sample  is  taken 


NOTES 


The  day  before  you  take  the  samples,  you  may 
want  to  practice  getting  the  water  flowing  at  a 
rate  that  approximates  normal  use  and  ensuring 
that  water  will  not  splash  out  of  a  container  that 
is  similar  to,  but  not  the  actual  am,  m  which 
the  sample  wiU  be  collected.  These  actions  are 
important  since  your  first  sample  must  include 
the  water  that  comes  out  of  the  tap  immediately 
after  the  tap  is  turned  on. 

You  can  find  an  example  of  a  suitable  form  for 
recording  your  sampling  information  on  the 
ministry's  Drinking  Water  Ontario  website  at 
www.ontario.ca/drinldngwater  You  are  not 
required  to  v&e  this  specific  form;  it  is  intended  as 
an  example  only. 


You  can  also  find  a  quick  reference  "At-A-Glance" 
poster  on  sampling  on  the  ministry's  Drinking 
Water  Ontario  website  at  www.ontario.ca/ 
drinkingwater. 

If  you  are  sending  the  samples  to  a  laboratory 
that  is  different  from  the  laboratory  that  tested 
your  samples  the  previous  year,  you  must  notify 
the  ministry  of  the  identity  of  the  new  laboratory 
prior  to  or  immediately  after  sending  the  samples. 
Tlus  notification  must  take  place  before  the  newly 
contracted  laboratory  conducts  the  tests.  Use 
the  LSN  form  (see  "Step  2:  Selection  of  licensed 
laboratory"  section  of  this  guide)  to  file  the 
notification  with  the  ministry. 
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Questions  and  Answers  About 
Sampling 

Do  facilities  that  share  the  same  building 
(e.g.  a  school  and  a  day  nursery)  need  to 
comply  with  the  annual  sampling  and  daily/ 
weekly  flushing  requirements  individually? 

The  answer  to  this  question  depends  on  whether 
the  individual  facilities  located  in  the  building 
have  exclusive  use  of  any  parts  of  the  building's 
plumbing  or  share  the  sanie  washrooms,  taps 
and  water  fountains. 

If  the  facilities  have  exclusive  use  of  any  parts 
of  the  building's  plumbing  (for  example,  the 
day  nursery  uses  a  separate  washroom  or  has 
taps  or  water  fountains  located  within  the 
rooms  used  solely  by  the  day  nursery),  then 
O.  Reg.  243/07  treats  the  individual  subject 
facilities  housed  in  the  same  building  as  separate 
facilities.  This  means  that  the  operator  of  each 
facility  is  responsible  for  ensuring  that  the 
flushing  and  testing  of  the  plumbing  serving 
their  separate  facility  is  imdertaken  as  required 
by  the  regulation.  Each  operator  must  also 
keep  any  required  records  with  respect  to  that 
facility  even  if  the  faciUties  are  located  in  the 
same  building.  However,  this  does  not  prevent 
the  individual  facility  owners  from  making 
arrangements  with  the  same  person  to  perform 
the  required  separate  flushing,  sampling  and 
recording  for  all  the  subject  facilities  housed  in 
the  building. 

The  co-located  facihties  do  not  have  to  do 
separate  flushing  or  sampling  if  they  do  not  have 
any  parts  of  the  plumbing  for  their  exclusive  use, 
including  kitchens.  This  is  the  case  in  a  situation 
where  the  day  nursery  uses  the  school's 
washrooms,  and  either  has  no  taps  or  drinking 
fountains  in  the  dedicated  day  nursery  rooms 
or  the  day  nursery  is  a  before  and  after  school 


program  that  uses  the  same  rooms/classrooms 
that  the  school  is  using  during  the  school  hours. 

In  the  situation  where  no  separate  flushing 
or  sampling  is  required,  the  operators  of  the 
individual  co-located  facilities  still  need  to 
ensure  that  they  keep  their  own  copies  of  the 
records  of  flushing,  sampling  and  test  results. 
Also,  when  samples  are  sent  to  a  laboratory 
for  testing,  the  completed  chain  of  custody 
form  required  to  be  submitted  to  the  laboratory 
along  with  the  samples  must  clearly  identify 
the  individual  DWIS  numbers,  facility  names 
and  contact  information  of  all  of  the  individual 
co-located  facilities  to  which  the  sample 
submission  pertains.  This  is  to  ensure  that  the 
laboratories  are  aware  that  the  results  are  for 
more  than  one  facility  and  that,  in  case  of  a 
standard  exceedance  in  a  test  result,  they  need 
to  report  it  to  each  of  the  facility  operators. 


Step  4:  Reporting  of  test  results 
and  corrective  actions 

O.  Reg.  243/07  sets  out  when  and  to  whom  laboratory 
test  results  must  be  shared. 

•    If  the  laboratory  that  tests  the  samples  detects 
a  lead  exceedance  (greater  than  10  micrograms 
per  litre),  or  an  exceedance  of  any  other  drinking 
water  quality  chemical  standard  set  out  in  O. 
Reg.  169/03,  it  must  provide  a  written  report 
on  the  exceedance  within  24  hours  of  the 
laboratory's  internal  approval  of  the  test  result  by 
personal  delivery,  fax  or  e-mail  to: 

-  the  operator  of  the  school,  private  school 
or  day  mnrsery; 

-  the  ministry's  Spills  Action  Centre;  and, 
the  local  medical  officer  of  health. 
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This  written  report  will  be  sent  in  a  form 
called  a  Notice  of  Lead  Exceedance  Test 
Results  (LEN),  which  is  completed  in  part 
by  the  licensed  laboratory  and  in  part  by  the 
operator  of  the  facility. 

The  operator  of  the  school,  private  school  or 
day  nursery  who  receives  a  LEN  form  from  the 
laboratory  is  required  to  complete  Section  C  of 
the  form  as  directed  and  to  give  a  copy  of  it  by 
personal  delivery,  fax  or  e-mail  within  24  hours  to: 

-  the  local  medical  officer  of  health; 

-  the  ministry's  Spills  Action  Centre;  and, 

-  the  Ministry  of  Education,  if  a  school  or, 

-  the  Ministry  of  Children  and  Youth  Services, 
if  a  day  nursery. 

If  there  is  an  exceedance,  the  operator  of  the 
school,  private  school  or  day  nursery  is  required 
to  take  any  corrective  action  which  is  directed 
by  the  local  medical  officer  of  health. 

In  cases  where  there  is  no  exceedance  of  a 
provincial  drinking  water  quality  chemical 
standard,  your  licensed  laboratory  is  still  required 
to  send  you  all  test  results  within  28  days. 
Laboratories  should  also  send  all  test  results  to 
the  ministry  within  this  timeframe. 


Questions  and  Answers  About 
Test  Results  and  Corrective  Actions 

If  my  facility  receives  notification  of  an 
exceedance  of  the  provincial  standard  for 
lead  in  drinking  water,  what  corrective 
actions  will  I  be  asked  to  take? 

Specific  corrective  actions  that  a  facility  must 
take  when  an  exceedance  of  the  provincial 
standard  for  lead  is  detected  in  a  sample  of 
water  taken  from  a  facility's  plumbing  will 
be  identified  by  the  local  medical  officer  of 
health  and  may  be  different  on  a  case  by  case 
basis.  The  end  goal  for  all  corrective  actions 
is  protection  of  health.  (See  box  for  more 
information  about  steps  to  take  if  you  get  a  lead 
exceedance  in  a  "flushed"  sample). 


What  to  do  if  you  get  a  lead  exceedance  in  a 
"flushed"  sample 

It  is  not  unexpected  that  facilities  may  receive 
a  test  result  that  shows  an  exceedance  of  the 
provincial  drinking  water  quality  standard  for  lead 
in  a  sample  of  water  that  has  been  standing  for  six 
hours  in  a  facility's  plumbing,  particularly  in  cases 
where  the  plumbing  is  older  Generally,  proper 
flushing  of  the  plumbing  wiU  help  alleviate  the 
problem  and  reduce  lead  to  below  the  provincial 
drinking  water  quality  standard  of  10  micrograms 
per  Utre.  If,  however,  the  "flushed"  sample  (i.e. 
the  sample  taken  30  to  35  minutes  after  you  have 
flushed  your  plumbing  for  flve  minutes)  shows  an 
exceedance  of  the  drinking  water  quality  standard 
for  lead,  tlus  may  be  an  indication  that  additional 
steps  are  necessary  to  protect  children  who  attend 
your  facility  from  persistent  lead  in  drinking  water. 

hi  cases  where  a  "flushed"  sample  result  shows  an 
exceedance  of  the  drinking  water  quality  standard 
for  lead  of  10  micrograms  per  htre,  the  Chief 
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Drinking  Water  Inspector,  with  the  support  of  the 
Chief  Medical  Officer  of  Health,  recommends  the 
following  steps  be  taken: 

1 .  Continue  to  flush  your  facility's  plumbing  daily. 

2.  FoUow  any  directions  you  may  have  received 
from  your  local  medical  officer  of  health.  These 
directions  wUl  Ukely  include  a  request  for  you 
to  carry  out  additional  re-sampling  from  the 
same  tap  where  the  initial  sample  was  taken. 

3.  It  is  recommended  that  the  operator: 

•  Take  two  re-samples  from  the  same  tap 
where  the  initial  sample  was  taken;  one 
re-sample  followed  by  second  re-sample 
taken  a  minimum  of  seven  days  apart  but 
within  30  days  of  the  first  one. 

•  Prior  to  taking  either  of  these  two  re- 
samples,  the  operator  should  flush  the 
facility's  plumbing  for  a  minimiim  of  five 
minutes  and  then  leave  the  plumbing 
unused  for  30  minutes  but  not  more  than 
35  minutes. 

4.  If  yoiir  irutial  test  result  showed  an 
exceedance  of  lead  above  30  micrograms 
per  Utre,  additional  precautionary  steps  may 
be  necessary.  Your  local  medical  offlcer  of 
health  will  likely  recommend  that  you  carry 
out  appropriate  site-specific  risk  assessment 
activities.  It  is  also  recommended  that  you 
foUow  these  additional  re-sampUng  steps: 

•  In  addition  to  the  two  re-samples  at  the 
original  tap  noted  above,  on  the  first  day 
of  re-sampling,  an  additional  sample 
should  be  taken  at  a  drinking  water  tap 
that  is  "upstream"  of  the  original  tap  (i.e. 
a  tap  which  is  closer  to  the  water  service 
pipe  entering  the  building)  and  one 


sample  should  be  taken  "downstream"  of 
the  original  tap  (i.e.  a  tap  which  is  further 
away  from  the  water  service  pipe  entering 
the  building).  This  will  help  locate  where 
in  your  plumbing  there  may  be  a  problem 
with  exposure  to  lead  sources. 

If  the  original  sample  was  taken  at  the 
end  of  a  line  of  plumbing,  these  two 
additional  re-samples  can  be  taken  from 
taps  that  are  "upstream",  or  closer  to  the 
water  service  pipe. 


•—*■  Flow  of  Water 

U  =  Upstream  Tap 

O  =  Original  Tap 

D  =  Downstream  Tap 


Questions  and  Answers  About 
Re-Sampling 

If  I  have  received  a  test  result  showing 
that  my  facility  has  an  exceedance  above 
the  provincial  standard  of  10  micrograms 
per  litre,  when  will  the  Ministry  of  the 
Environment  be  satisfied  with  my  efforts 
to  address  high  lead  levels  in  my  facility's 
drinking  water? 

K  you  have  an  exceedance  of  the  drinkmg  water 
quality  standard  for  lead,  you  can  expect  to  be 
contacted  by  a  Ministiy  of  the  Environment 
Drinking  Water  Inspector.  This  inspector  is 
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responsible  for  confirming  that  you  have  met 
your  regulatory  obligation  for  corrective  actions 
under  O.  Reg.  243/07,  which  is  to  take  all  actions 
directed  by  the  local  medical  officer  of  health. 
A  local  medical  officer  of  health  may  direct  you 
to  demonstrate  that  you  have  made  satisfactory 
efforts  to  clear  your  facility's  drinking  water  of 
high  lead  levels.  For  example,  in  cases  where  a 
facility  had  an  initial  test  result  for  lead  above  10 
micrograms  per  litre  but  30  micrograms  per  litre 
or  less,  you  may  be  directed  to: 

•  Complete  two  re-samples  at  the  original 
sampling  tap  that  have  been  taken  a 
minimum  of  seven  days  apart  but  within 
30  days  of  each  other  and  to  submit  these 
re-samples  for  laboratory  testing.  These 
re-samples  would  be  taken  following  a 
minimum  five-minute  flushing  and  after  a 
30-35  minute  waiting  period.  The  test  results 
for  both  re-samples  must  be  below  the 
provincial  standard  of  10  micrograms  per 
litre,  and 

•  Continue  to  flush  the  facility's  plumbing  on 
a  daily  basis  in  the  manner  described  in  O. 
Reg.  243/07. 

In  cases  where  a  facility  had  an  initial  test  result 
for  lead  over  30  micrograms  per  litre,  in  addition 
to  the  actions  listed  above,  you  may  also  be 
directed  by  the  medical  officer  of  health  to: 

•  Complete  two  re-samples  taken  a  minimum 
of  seven  days  apart  but  within  30  days 

of  each  other  on  any  plumbing  fixtiire 
from  which  a  previous  sample  showed 
an  exceedance  of  over  10  micrograms 
per  litre,  and  to  submit  these  re-samples 
for  laboratory  testing.  As  above,  these 
re-samples  would  be  taken  following  a 
mininumi  five-minute  fiushing  and  after  a 
30-35  minute  waiting  period.  The  test  results 


for  each  pair  of  re-samples  done  on  every 
fixture  must  both  be  below  the  provincial 
standard  of  10  micrograms  per  litre. 

If,  as  part  of  the  corrective  action,  you  install  lead 
removal  filters  on  all  taps  and  water  fountains 
commonly  used  to  provide  water  for  consump- 
tion by  children  under  18,  and  the  local  medical 
officer  of  health  directs  you  to  take  re-samples 
for  lead  testing  from  a  tap  with  a  filter  installed, 
the  ministry  will  be  satisfied  that  the  test  results 
for  such  re-samples  represent  the  lead  level  in  the 
drinking  water  within  the  facility. 

What  should  I  do  if  my  facility's  re-samples 
continue  to  show  exceedances  over  the 
provincial  drinking  water  quality  standard 
for  lead? 

In  cases  where  a  facility  continues  to  receive 
test  results  that  show  an  exceedance  of  lead 
above  the  provincial  standard,  the  operator  must 
continue  to  carry  out  any  corrective  actions  as 
directed  by  the  local  medical  officer  of  health,  as 
required  by  O.  Reg.  243/07. 

In  addition,  it  is  recommended  that  the  operator: 

•  Complete  an  assessment  of  the  facility's 
plumbing  to  determine  whether  pipes, 
solder,  fittings  or  fixtures  could  be  the 
source  of  lead  in  drinking  water.  Parts  of  the 
drinking  water  plumbing  system  may  need 
replacement. 

•  Develop  a  longer-term  remediation  action 
plan  under  the  advice  of  the  local  medical 
officer  of  health  that  can  be  shared  with  a 
Ministry  of  the  Environment  Drinking  Water 
Inspector  if  requested. 
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Step  5:  Information  and  retaining 
records 


Where  there  is  an  exceedance  in  a 
re-sample  test  result,  am  I  required  to 
share  this  test  result  with  the  local  medical 
officer  of  health,  the  ministry's  Spills 
Action  Centre  and,  where  applicable,  the 
Ministry  of  Education  or  the  Ministry  of 
Children  and  Youth  Services? 

The  local  medical  officer  of  health  will  advise 
you  on  whether  it  is  necessary  to  share  re- 
sample  test  results  with  their  offices  or  with 
other  ministries  or  individuals.  You  are  required 
under  the  regulation  to  take  any  corrective 
actions  directed  by  the  local  medical  officer  of 
health,  which  may  include  submitting  re-sample 
test  results. 

K  not  directed  by  the  local  medical  officer 
of  health,  there  is  no  requirement  under  the 
regulation  for  you  to  share  a  re-sampUng 
test  result  showing  an  exceedance  with  the 
ministry's  Spills  Action  Centre,  the  Ministry  of 
Education  or  the  Ministry  of  Children  and  Youth 
Services.  This  requirement  is  only  applicable  to 
your  original  armual  sample  test  results  should 
an  exceedance  occur.  The  Ministry  of  the 
Enviromnent's  Drinking  Water  Inspector  and  the 
local  medical  officer  of  health  will  Ukely  request 
copies  of  the  re-sample  test  results  from  you 
to  confirm  that  your  facility's  drinking  water 
samples  meet  the  provincial  drinking  water 
quaUty  standard  for  lead. 

K  you  are  required  to  conduct  a  re-sample  as  a 
result  of  a  Provincial  Order,  you  are  obligated 
by  section  9  of  O.  Reg.  243/07  to  keep  a  record 
of  the  test  result  for  six  years  (two  years  on 
site  at  the  facility)  and  to  make  the  test  result 
available  to  a  provincial  officer,  such  as  a 
drinking  water  inspector,  if  requested.  (See 
"Step  5:  Irtformation  and  retaining  records"  for 
more  details.) 

V  J 


Information  to  be  available  to  the  public  on  site 

The  operator  of  a  school,  private  school  or  day 
nursery  must  ensure  that  the  following  information 
is  available  to  the  public  during  norrnal  business 
hours  without  charge  at  the  school,  private  school 
or  day  nursery: 

1.  A  copy  of  every  record  made  within  the  past 
two  years  in  relation  to  fiushing  and  sample 
collection; 

2.  A  copy  of  every  test  result  for  samples  taken 
as  an  armual  sample  under  the  regulation  or  an 
Order  over  the  past  two  years; 

3.  A  copy  of  every  test  result  from  an  annual 
sample  under  the  regulation  indicating  an 
exceedance  of  any  standard  prescribed  by 
Schedule  2  of  the  Ontario  Drinking- Water 
Quality  Standards  (O.  Reg.  169/03  made  under 
the  Safe  Drinking  Water  Act,  2002)  over  the  past 
two  years;  and, 

4.  A  copy  of  Ontario  Regulation  243/07  (Schools, 
Private  Schools  and  Day  Nurseries). 

Records 

The  operator  of  a  school,  private  school  or  day 
nursery  must  also  ensure  that  the  following  original 
documents  and  other  records  are  kept  for  at  least 
six  years: 

1.  Every  record  made  in  relation  to  flushing  and 
sample  collection; 

2.  Every  test  result  for  samples  taken  as  an  annual 
sample  under  the  regulation  or  an  Order;  and, 
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Every  test  result  from  an  annual  sample  under       You  can  also  sign  up  for  drinking  water  updates 
the  regulation  indicating  an  exceedance  of  an        by  e-maiUng  to  drinking. water@ontario.ca  and 
Ontario  drinking  water  quality  standard.  requesting  that  you  be  added  to  the  mailing  list. 


Questions  and  Answers  About 
Information  and  Retaining  Records 

What  is  an  Order? 

Under  the  Safe  Drinking  Water  Act,  2002,  a 
Provincial  Officer  may  issue  an  Order  to  anyone 
that  the  Provincial  Officer  may  reasonably 
believe  is  contravening  or  has  contravened  a 
provision  of  the  Act  or  its  related  regulations 
(e.g.  O.  Reg.  243/07).  The  order  would  include 
information  such  as  the  specific  provision  of 
the  Act  or  regulation  that  the  Provincial  Officer 
believes  is  being  contravened  and  the  actions 
the  operator  must  take  to  comply  with  the  order 
within  a  specified  timeframe. 

When  would  an  operator  need  to  provide 
information  records  to  the  ministry? 

A  Provincial  Officer  may,  at  any  time,  request 
a  copy  of  a  document  or  record  required  to 
be  prepared  and  kept  under  O.  Reg.  243/07.  If 
a  Provincial  Officer  makes  a  request  to  see  a 
document  or  record,  the  operator  of  the  school, 
private  school  or  day  nursery  must  provide 
this  document  or  record  within  a  specified 
timeframe. 


D:  Who  to  contact  for  more 
information 

If  you  have  additional  questions  or  would  like 
further  information  about  drinking  water,  please 
contact  the  ministry's  Public  Information  Centre  at 
1-800-565-4923  or  visit  the  Drinking  Water  Ontario 
website  at  www.ontario.ca/diinkingwater. 
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